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BLUE-SERIES SCREWDRIVERS

ITEM TIP TYPE SHANK TYPE TIP SIZE EXPOSED LENGTH TOTAL LENGTH

D304 Slotted Round 1/4" 4" 8" 6
D334 Cabinet Round 3/16" 6" 9-11/16" 6
D364 Slotted Square 1/4" 4" 8" 6
D345 Phillips® Round PH2  4" 8-1/4" 6
D371 Stubby, Phillips® Round PH2 1-3/8" 3-1/8" 6

• New handle design, more modern and more confortable. 
• Handle is made of high-resistant PVC.
 

• Bar is made of chrome vanadium steel alloy.
• Exceed ASME B107.600.

BLUE-SERIES SCREWDRIVERS

D371
Stubby, Phillips 
tip, round shank

D304
Slotted tip, 

round shank

D334
Cabinet tip, 
round shank

D364
Slotted tip, 

square shank
D345

Phillips tip, 
round shank

1000V SCREWDRIVERS

ITEM SHANK TYPE TIP TYPE TIP SIZE EXPOSED LENGTH TOTAL LENGTH

D401V Insulated PH 1 3-1/8" 7" 6
D402V Insulated PH 2 4" 8" 6
D414V Insulated 5/32" 4" 8" 6
D415V Insulated 7/32" 5" 9" 6
D416V Insulated 1/4" 5-7/8" 9-11/16" 6

BLUE-SERIES NUTSETTERS

ITEM SHANK TYPE TIP TYPE OPENING 
SIZE EXPOSED LENGTH TOTAL LENGTH

D3506 Round 3/16" 3" 7" 6
D3508 Round 1/4" 3" 7" 6
D3510 Round 5/16" 3" 7-3/8" 6
D3512 Round 3/8" 3" 7-3/8" 6
D3514 Round 7/16" 3" 7-3/8" 6
D3516 Round 1/2" 3" 7-3/8" 6

D3510

1/4" HEX BIT SCREWDRIVER

ITEM SHANK TYPE EXPOSED LENGTH TOTAL LENGTH

D300 Round 3" 7" 6

•	Exceeds ASME B107.15 standard.

D300

YELLOW-SERIES SCREWDRIVERS

•	Made of high-resistance PP plastic.
•	Shank is fully protected.
•	Blade made of Chrome vanadium Steel.
•	Designed  to work safely in operations where there is a risk of 

contact with live electrical parts up to 1000 V (AC) or 1500 V (DC). 
•	Exceeds IEC-60900 standard.
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