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STRIKING AND STRUCK TOOLS

OCTAGONAL HEAD SLEDGE HAMMERS WITH FIBERGLASS HANDLE

MILLED
FACES

ITEM HEAD WEIGTH FACE DIAMETER (A) HEAD LENGTH (B) HANDLE LENGTH (C)  

1433GFV 2 lbs 1-5/8” 4-1/2” 15-1/4” 1
1434GFV 3 lbs 1-3/4” 5-1/8” 15-1/4” 1
1435GFV 4 lbs 2-1/16” 5-5/8” 15-1/4” 1
1436GFV 6 lbs 2-3/16” 6” 36” 1
1437GFV 8 lbs 2-3/8” 6-1/2” 36” 1
1438GFV 10 lbs 2-1/2” 6-7/8” 36” 1
1439GFV 12 lbs 2-11/16” 7-11/16” 36” 1
1440GFV 16 lbs 2-15/16” 8-7/16” 36” 1

OCTAGONAL HEAD SLEDGE HAMMERS WITH HICKORY HANDLE
AMERICAN

HICKORY

MILLED
FACES

ITEM HEAD WEIGTH FACE DIAMETER (A) HEAD LENGTH (B) HANDLE LENGTH (C) SPARE PART  

1433G 2 lbs 1-5/8” 4-1/2” 12” CAB7UH 1
1434G 3 lbs 1-3/4” 5-1/8” 12” CAB7UH 1
1435G 4 lbs 2-1/16” 5-5/8” 12” CAB7UH 1

1433EG 2 lbs 1-5/8” 4-1/2” 16” 1
1434EG 3 lbs 1-3/4” 5-1/8” 16” 1
1435EG 4 lbs 2-1/16” 5-5/8” 16” 1
1436G 6 lbs 2-3/16” 6” 36” CAB10UH 1
1437G 8 lbs 2-3/8” 6-1/2” 36” CAB10UH 1
1438G 10 lbs 2-1/2” 6-7/8” 36” CAB10UH 1
1439G 12 lbs 2-11/16” 7-11/16” 36” CAB10UH 1
1440G 16 lbs 2-15/16” 8-7/16” 36” CAB10UH 1

INDESTRUCTIBLE HANDLE SLEDGE HAMMERS

GRIP
RUBBERANTI

VIBRATION

ITEM HEAD WEIGTH FACE DIAMETER (A) HEAD LENGTH (B) HANDLE LENGTH (C)

1435HD 4 lbs 2” 4-1/2” 16” 1  
1437HD 8 lbs 2-6/16” 6-1/4” 30” 1  
1439HD 12 lbs 2-11/16” 7-9/16” 30” 1  
1441HD 14 lb 2-15/16” 7-3/4" 30" 1  
1442HD 20 lb 3-3/16” 8-13/16" 36" 1  

ANTI-VIBRATION HANDLE SLEDGE HAMMERS

GRIP
RUBBERANTI

VIBRATION

ITEM HEAD WEIGTH FACE DIAMETER (A) HEAD LENGTH (B) HANDLE LENGTH (C)

1433A 2 lbs n/a 3-23/32” 10-1/4” 1  
1434A 3 lbs n/a 4-19/64” 10-1/4” 1  
1435A 4 lbs n/a 4-11/16” 11” 1  

• New handle design, with shock absorbent guard included.
• Exceed ASME B107.400 standard.

• New shock absorbent guard brings overstrike protection.
• Exceed ASME B107.400 standard.

1434A

• Rubber grip handle absorbs vibration and never breaks.
• Meets: ANSI  B07.54 GGG-H-86C BS 876.

• Steel mounting plate avoids the 
possibility  if the head becomes 
loose or or comes off.

• Steel rods attached 
to the head to avoid 
breakage.

1437HD

SLEDGE HAMMERS
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• Head secured with epoxy.
• Anti-vibration handle reduces fatigue and protects user from injure due beat vibration.

1438G
36" handle

1434EG
16" handle

1434G
12" handle

1434GFV
15-1/4" handle

1438GFV
36" handle
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SLEDGE RACK WITH HAMMER FIBERGLASS AND AMERICAN HICKORY HANDLES

ITEM DESCRIPTION  

RMARRUC Sledge rack with hammer fiberglass and american hickory handles 1

DEAD BLOW IMPACT SLEDGE HAMMERS

ITEM HEAD 
WEIGTH

FACE  
DIAMETER (A)

HEAD 
LENGTH (B)

HANDLE 
LENGTH (C)  

1435DB 3.6 lbs 2-9/16” 5-7/16” 15-1/8” 1
1436DB 6 lbs 2-3/4” 7-3/32” 20” 1
1439DB 12 lbs 3-1/8” 8” 36-1/2” 1

BRONZE HAMMERS WITH FIBERGLASS HANDLE

ITEM HEAD 
WEIGTH

FACE  
DIAMETER (A)

HEAD 
LENGTH (B)

HANDLE 
LENGTH (C)  

1430FV 1.6 lbs 1-3/8” 3-7/16” 13” 1
1432FV 3.1 lbs 2” 3-3/4” 15” 1

SPARE HANDLES FOR AMERICAN HICKORY SLEDGE HAMMERS

ITEM LENGTH  

CAB7UH 12” 1
CAB10UH 36” 1

BRONZE HAMMERS WITH WOODEN HANDLE

ITEM HEAD 
WEIGTH

FACE  
DIAMETER (A)

HEAD 
LENGTH (B)

HANDLE 
LENGTH (C)  

1430 1.6 lbs 1-3/8” 3-7/16” 14” 1
1432 3.1 lbs 2” 3-3/4” 18” 1

AMERICAN

HICKORY

• Made with a malleable bronze alloy that does not fracture 
or generate splinters.

• Bronze head that avoids material distortion.
• Ideal for maintenance work, die cutting and molding.
• They do not mark, damage or deteriorate the objects.
• They do not produce sparkles.
• Exceed ASME B107.400. standard.

• Made with a malleable bronze alloy that does not fracture 
or generate splinters.

• Bronze head that avoids material distortion.
• Ideal for maintenance work, die cutting and molding.
• They do not mark, damage or deteriorate the objects.
• They do not produce sparkles.
• Exceed ASME B107.400. standard.

• The high-impact dead blow hammer, in addition to featuring a head filled 
with steel shot that makes it weigh more, also has a greater contact area, 
very useful in the assembly of machinery parts requiring great force.

• Non-slip handle.
• Heads are partially filled with steel shot.

• Hickory wood handles are very 
hard, stiff, and shock resistant.

• Includes wood and metal 
wedges

CAB7UH
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FIXED FACE DEAD BLOW HAMMER

GRIP
RUBBER

ITEM HEAD 
WEIGTH

FACE 
DIAMETER (A)

HEAD 
LENGTH (B)

HANDLE 
LENGTH (C)  

1430DBX 32 oz 2” 5” 13-3/4” 1

HEAVY-DUTY HIGH-IMPACT DEAD BLOW HAMMERS

GRIP
RUBBER

ITEM HEAD 
WEIGTH

FACE 
DIAMETER (A)

HEAD 
LENGTH (B)

HANDLE 
LENGTH (C)  

1430DB 32 oz 2” 4-3/8” 13-3/4” 1
1432DB 48 oz 2-3/4” 4-3/4” 14-11/16” 1  

HIGH-IMPACT DEAD BLOW HAMMERS

ITEM HEAD 
WEIGTH

FACE 
DIAMETER (A)

HEAD 
LENGTH (B)

HANDLE 
LENGTH (C)  

1434PDB 16 oz 1-51/64” 5-1/8” 12-1/4” 1  
1435PDB 24 oz 1-51/64” 5-1/8” 12-1/4” 1  

• Indestructable fiber glass handle.
• Reinforced faces

• Body composed of a steel body with two fixed faces made 
of cellulose acetate, designed for use on metals and other 
materials susptible to strike marks or deformations.

1430DBX 1430DB 1434PDB
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